
Inductive proximity sensors
Order Code Generator

N B B 1 0 - 3 0 G M 5 0 - - CE 2 - V 1

C Capacative

IA Inductive analog output sensor

M Magnetic

N Inductive

R Ring type (ind.)

S Solid type (ind.)

Connection Elements

V1 M12 x 1 connector for DC proximity sensors

V3 M8 connector for DC proximity sensors

V13 M12 x 1 connector for AC proximity sensors

Q2 Quickon-connection

Special Features

C Welding field resistant

DW Rotation speed monitoring

D Pressure proof

Ex Special protection class

FE Iron

NE/FE Iron/non ferrous

P od. NFE Non ferrous

SN Safety function

T Higher temperatures up to 100ºC

150, 200, 250 Max applicable temperature

Z10 Zone 10

Electrical Output

A, A0 NPN 4-wire DC,  NO & NC

A2 PNP 4-wire DC, NO & NC

B3 As-interface

E, E0 NPN 3-wire DC, NO

E1 NPN 3-wire DC, NC

E2 PNP 3-wire DC, NO

E3 PNP 3-wire DC, NC

E4 NPN 3-wire DC, NC or NO

E5 PNP 3-wire DC, NC or NO

E8 PNP 4-wire DC, dual, NO

I3 PNP 3-wire DC, analogue

N, N0 NAMUR, NC

N3 NAMUR, bistable

N4 NAMUR, dual, NC

1N NAMUR, NO

U 2-wire, AC/DC, prog. wiring

UÖ 2-wire, AC/DC, NC

US 2-wire, AC/DC, NO

W 2-wire, AC, prog. wiring

WÖ 2-wire, AC, NC

WS 2-wire, AC, NO

Z0 2-wire, DC, NO

Z1 2-wire, DC, NC

Z2 2-wire, DC, NC or NO

Z4 2-wire, DC, NO

Z5 2-wire, DC, NC

Z8 2-wire, DC, PNP, dual, NO

B Basic line

C Comfort line

E Extended operating range

J Initiator

M Metal face

R Reduction factor 1

B Flush

N Non-flush

Operating range:
0.6 to 100mm

Diameter (mm)

Threading

M Metal
K Plastic

Cylindrical
usable
threaded
length (mm)


