
BS7671:2018 18th Edition Wiring Regulations
As of 1st July 2018 the IET updated BS7671:2008, more commonly known as 18th

Edition Wiring Regs, these new regulations came into effect 1st January 2019. 
Amendment 2 came into effect on the 28th March 2022

The amendment has seen a number of changes, which are highlighted in Section 
443 & 534.

According to Amendment 2, Section 443.3 now states:
443.4 – Highlights the requirement for overvoltage control. Protection against 
transient over voltages shall be provided where the consequence caused by over 
voltage could result in:

i. Serious injury or loss of human life
ii. Failure of a safety service, as defined in Part 2*
iii. Significant financial or data loss

*An electrical system for electrical equipment provided to protect or warn persons
in the event of a hazard, or essential to their evacuation from a location”

This means buildings or installations where there is a safety system installed such 
as, fire alarm systems, emergency lighting, CCTV, etc. would need to be protected 
from overvoltage. For example, Hotels, Train Stations, Shopping Centers, in fact 
nearly all public buildings. 

VARITECTOR. Reliable lightning and surge protection in energy 
systems. Comprehensive protection against damage and downtime.

Your benefits at a glance

• High performance in your application
No additional back-up fuse needed up to 315 A.

• Complete and attractive product range of SPD
Extensive program for the protection of the energy
side with Type I (10/350µs pulse) as well as Type II
(8/20µs pulse) and Type III (hybrid pulse).

• World-wide product range
The VPU AC SERIES is tested in an accredited
external test laboratory according to IEC, EN, and
UL standards and ready for international use.

• Integrated locking clip
Safely secures the pluggable arrester.

• Status Indication
Full protection status control with optional pre-
warning function and remote relay contact



Surge protection for energy systems
With our VARITECTOR series we offer you surge protection devices for power 
distribution systems. The portfolio is supplemented with powerful lightning and surge 
protection solutions for PV and wind energy systems, transport infrastructure, and the 
process industry

Surge protection for data networks
Protect against transients at a connected network connection, this 
compact metal housed unit supports Ethernet up to 250 MHz and PoE.

Type I - 25kA Lightning Protection Level (LPL) I,II,III,IV
Description Long Description Application Part No.

VPU AC I 4 R 275/25 LCF S
Surge voltage arrester, Low voltage, 
Surge protection, Leakage-current-free, 
with remote contact, TN-C-S, TN-S

3 Phase unit for 
400V/415V 2726790000

VPU AC I 3+1 R 275/25 
LCF S 

Surge voltage arrester, Low voltage, 
Surge protection, Leakage-current-free, 
with remote contact, TN-C-S, TN-S, TT, 
IT with N, IT without N

3 Phase unit for 
400V/415V 2726770000

Type I - 12.5kA - Lightning Protection Level (LPL) III,IV
Description Long Description Notes Part No.

VPU AC I 4 R 300/12.5
Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
TN-C-S, TN-S

3 Phase unit for 
400V/415V 2591430000

VPU AC I 3+1 R 300/12.5

Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
TN-C-S, TN-S, TT, IT with N, IT without 
N

3 Phase unit for 
400V/415V 2591470000

Type II - 50kA
Description Long Description Notes Part No.

VPU AC II 2 R 300/50
Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
Single-phase, TN

Single Phase 
230V 2591050000

VPU AC II 4 R 300/50
Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
TN-C-S, TN-S

3 Phase unit for 
400V/415V 2591150000

VPU AC II 1+1 R 300/50

Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
Single-phase, TN, TN-S, TT, IT with N, 
IT without N

Single Phase 
230V 2591070000

VPU AC II 3+1 R 300/50

Surge voltage arrester, Low voltage, 
Surge protection, with remote contact, 
TN-C-S, TN-S, TT, IT with N, IT without 
N

3 Phase unit for 
400V/415V 2591090000

RJ45 / Ethernet
Description Long Description Notes Part No.

VDATA CAT6
Surge protection, Cat.6, 802.3 at Type 
1, 802.3 at Type 2, 802.3 bt Type 3, 
UP(L/N-PE) ≤ 550 V

1348590000
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