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CFW-08 WASH IP66
Frequency Inverter

CFW-08 WASH
Standard Features

Features

-

Power range: 1.1 - 15 kW (1.5 - 20 HP)

-

Mains Input Voltages: 200V-240V or 380V-480V

-

Three Phase output

-

IP66 / NEMA 4X Washdown Enclosure

An important point in the CFW08 WASH models is all the
advantages from the CFW08 IP20 were maintained. This means
that the parameters as well as all the optional electronic modules
from the IP20 line are the same for the Wash version. Therefore the
accessory stock can be easily reduced.

-

High starting torque

-

Built-in membrane keypad

-

PID regulator

-

Built-in EMC filter (class A)

-

V/F (Scalar) or Sensorless Vector Control

-

Operating range 0-300Hz

-

150% current overload capacity

-

2.5 to 15 kHz adjustable switching frequency

-

Four programmable digital inputs

-

Two programmable relay outputs

-

Two programmable analogue inputs
One programmable analogue output

-

Brake Chopper built in on all models

For sizes A and B, the Dynamic Braking Transistors is built-in for all
the models. However, the RFI built-in is an option (FA in the code).
Other feature is that all the electronic boards are tropicalized
(conformal coating) and as this product may be installed in humid
environments, the life time is increased.
For higher protection, the heat sink is totally painted, that means
that the aluminum will not change the appearance after use, and
therefore resulting in less maintenance.
The available models are:
· PLUS (A1 option): with 2 analog inputs (0-10 Vdc or 4-20 mA), 2
output relays (230 V, 1 A), 4 digital inputs and 1 analog output (0-10
Vdc or 4-20 mA).

Options
-

RTU Modbus Communication

-

Profibus DP Communication

-

DeviceNet Communication

-

Multi-Pump Control (A5 version)

CANopen Communication

Certifications

WEG Equipamentos Elétricos S.A.
International Division
Av. Prefeito Waldemar Grubba, 3000
89256-900 - Jaraguá do Sul - SC - Brazil
Phone: 55 (47) 3276-4002
Fax: 55 (47) 3276-4060
www.weg.net

CFW08WASH/022010 - The values shown are subject to change
without prior notice. The information is for reference only.

Environmental Conditions
· Ambient Temperature: 0°C to 40°C (from 40°C to
50°C with a 2 % reduction in the
nominal current for each 1°C).
· Relative Humidity: 5 % to 90 %, without
condensation.
· Altitude: 1000 m (3280 ft) up to 4000 m (13123 ft)
with 10 % reduction in the nominal
current for each 1000 m (3280 ft).

